
Master Slave

Weight per unit Kg 6,5 6,5

Lenght mm 534,2 534,2

Height mm 327,4 327,4

Thickness mm 52 52

Active area H mm 476,064 476,064

Active area V mm 267,786 267,786

Pixel Pitch um 247,95 x 247,95 247,95 x 247,95

Brightness cd/m3 350 350

Contrast CR 1000 1000

Pixels pr. line Pixels 1920 1920

Lines Lines 1080 1080

Aspect Ratio Ratio 16:9 16:9

Viewangle Degree 89/89/89/89 89/89/89/89

Display color's Bits 8 8

Backlight life to 50% Hours 50000 50000

Dimming Sensor Sensor

Input Voltage Volt DC 10,8 to 38 10,8 to 38 

Power consumption Watts 25 25

Standby Watts 0,38 0,38

CPU N3350 N/A

Ethernet  10/100/1000 2 0

USB 3.0 4 0

HDMI Out 1 0

Ignition input yes yes

Battery low input option option

Storage temp range Celcius -20 to +70 -20 to +70

Operating temp range Celcius -10 to +60 -10 to +60

Ingress from front ip54 ip54

Certifi cations E5 ECE10R06 E5 ECE10R06 

Compliance CE, R118, RoHS CE, R118, RoHS

ITxPT on going on going

Monitor in 21.5”
 Resolution 1920 x 1080

4PT  •  Vehicle Monitor Family


